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Ijecember  :?S,19^^3      ^^AR  FOOD  ADIUIII STBATION 

Office  •f  karketing  Services 
Dairy  and  Poultry  Branch 
910  U.   S.  Custom  House 
Chicago  7»  Illinois 

"ebruary  2U,  19I+5 

All  InR"nectors 

H.  A.  Wecklor,  Assistant  "iational  Supervisor 

heasurenent s  To  3e  Used  For  Sviscerating  ^vith  A  Conveyor 
System  Vith  A.   Synchronized  Inspection  TalDle. 

I.  i-iinimurn  of  ^0  ft.  of  piiining  line. 

3-      Opening  trough,  minimum  of  lb  ft.     This  must  "be  water  flu?^hed 
throughout. 

3.       Inspection  tahle  should  "be  at  least  22  ft.  long  rand  conve^'or  should 
run  the  entire  length  of  ins-oection  table  before  turning  off. 

^*       The  vrork  tables  should  number  2  for  the  removal  of  hearts  and  livers 
and  should  be  placed  on  the  op  :)0site  side  from  the  inspector.  This 
will  allow  the  additional  s^oace  from  the  inspector,   to  the  end  of 
the  table  for  additional  o;oerators  before  going  to  the  trough  where 
the  finish  of  eviscerating  o^oeration  will  be  completed.  Crizzards 
will  be  removed  at  end  of  table  and  transferred  to  chute. 

5.  The  space  allowed  for  the  in'^-oector  should  be  at  least  b  ft.  as  more 
space  is  needed  for  the  ins^:)ector  to  move  back  and  forth  than  on  the 
old  operation. 

6,  The  eviscerating  trough  for  the  completion  of  the  cleaning  operation 
(lijLngs  and  kidneys)   should  be  at  least  16  ft,  and  when  space  permits 
I  think  it  advisabl^^-  to  allovr  u-o  to  18  ft.     This  must  be  vater 
flushed  throughout. 

7»      :5etv;een  the  eviscerating  trough  and  the  inside  washer  a  space  of 
5  ft.   should  be  allowed  for  the  removal  of  head. 

8.  Inside  washer  should  be  at  least  8  ft.   long  eouipped  v/ith  2  high- 
■oressure  n.ozzles. 

9.  15  ft*  between  this  washer  and  th«-  automatic  washer.     In  this  space 
birds  ^^'ill  be  given  final  in^T)ection  by  house  inspector  and  any 
OT)eration  that  is  necessary  to  compl-^te  eviscerating  operation  will 
be  performed  in  this  s"oace.     This  eliminates  additiona.1  handling  of 
the  bird  after  it  has  gone  through  the  automatic  washer. 

10.  IText  operation  is  the  automatic  washer,   and  it  should  bf^  8  ft.  at 
least  in  length  to  prevr^nt  unnecessary  s-^Dlashing  on  floor  from  each 
end, 

II.  A  m.inimrjjn  of  ^0  ft.   should  bf^  allowed  for  thi^  dr^-ing  conveyor  and 
this  should  be  troughed  at  le-^st  for  15  ft. 

12.     The  inspection  tablp  anri  all  other  eoui-oinent  ^-/here  drainage  is  not 
sufficient  to  keep  water  off  floor  must  be  curbed. 
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